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@ LJ DEVICE CO., LTD.

SPECIFICATION

FiteEE

VIBRATION MOTOR |MODEL NO.:

DATE: 2005/7/1

PRl P0410A-12-HL-12 (R1.9%4) PAGE: 1/6 |REV: A
1. CONSTRUCTION FORM #EREE =L
NO. ITEM CONTENTS
P HH RES
MOTOR CONSTRUCTION 4CYLINDRICAL DC CORELESS MOTOR
1-1 |\t B 4mm 172 AR RE) S
NUMBER OF PHASES 3-PHASE (CONNECTION)
1-2 |fHE —HH
NUMBER OF MAGNET POLES 2-POLES (INNER MAGNET TYPE)
1-3  |RiGHfR S R (R )
COIL CONSTRUCTION CYLINDRICAL MOVING COIL
1-4  |\BrlEfERE Bl AR ]
RECTIFYING METHOD PRECIOUS BRUSH AND COMMUTATOR
1-5  [HarE = B A

2. STANDARD OPERATING CONDITION EH#EHETT{EE(:

NO. ITEM SPECIFICATION
[ b it
RATED VOLTAGE DC 1.3V
2-1 g5 TERE
RETED LOAD VIBRATION WEIGHT (AS SPECIFIED IN OUTLINE
2o |BEE DRAWING)
T L3 (RT 25 AH AR
ROTATION DIRECTION CW(CLOCKWISE) FROM THE COUNTER WEIGHT
2-3 |[EE A [EE WSl
MOTOR POSITION ANY POSITION IS AVAILABLE
2-4 fREsLE FEARIALE A AT A
VOLTAGE RANGE FOR USE DC 0.9~1.6V
2-5 | LfFERFEE
WORKING TEMPERATURE RANGE -20C~60C

2-6

A A

10~90% (RELATIVE HUMIDITY/AE$HERE)




@ LJ DEVICE CO., LTD.

- -
SPECIFICATION Fiegas
VIBRATION MOTOR [MODEL NO.: DATE: 2005/7/1
PR P0410A-12-HL-12 (R1.9%4) PAGE: 2/6 |REV: A
3. ELECTRICAL CHARACTERISTICS &5 ERE:
NO. ITEM MEASURING CONDITION SPECIFICATION
5% i HIER G Il A
RATED SPEED AT RATED VOLTAGE AND RATED LOAD 125003000 rpm
3-1 B EEVEE Y=Ll B i
RATED CURRENT AT RATED VOLTAGE AND RATED LOAD 85mA max
3.0 |BEEEN FEER K Bl NG
STALL CURRENT AT RATED VOLTAGE AND SHAFT LOCK 140mA max
3.3 |[HEHEEER FEE FE AR K PR FE ARG IR
STARTINGVOLTAGE |AT RATED LOAD AND STEP VOLTAGE 0.9V max
3.4 |ELENERR FEE B fy B PR R T 5 AR TR
STARTING TORQUE |AT RATED VOLTAGE AND SHAFT LOCK 0.4G*CM min
3.5 [ELEHHAE FEE TR AR K PR FE ARG IR
TERMINAL MEASURE BETWEEN TERMINALS 13.5Q+20%
3-6 |RESISTANCE Bt - =
AR E
INSULATION 100V DC BETWEEN LEAD WIRE AND CASE 10 M Qmin
3-7 |RESISTANCE 1B B SR By~ PR (I 100V DC
MECHANICAL NOISE |AT RATED VOLTAGE AND RATED LOAD BACK [50dB(A) max
i = GROUND NOISE: 28 dB (A) MAX
FEER K AR NHE S SE A 28 0 H
10 cm
3-8
_J-Motor ___| Microphone _ _ o
Test Block Sound Level
Meter

ADD: MEASURING CONDITION HE &1
1.: MEASURING TEMPERATURE: 10-35 °C JHIEAJAEE: 10-35 C

2.: MEASURING RELATIVE HUMIDITY: 45% - 75% HESAHEHREE: 45% - 75%
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LJ DEVICE CO., LTD.

Z,
SPECIFICATION D
VIBRATION MOTOR |MODEL NO.: DATE: 2005/7/1
PR P0410A-12-HL-12 (R1.9%4) PAGE: 3/6 |REV: A
4. MECHANICAL CHARACTERISTICS &b
NO. ITEM MEASURING CONDITION SPECIFICATION
7k HHH R Hir%
CONFIGURATION |VERNIER CALIPER AS SPECIFIED IN OUTLINE DRAWING
4.1 PMERST TR R S EFHRRIME EIAR
APPEARANCE VISUAL EXAMINATION SHOULD BE NO EVIDENCE OF
S B MECHANICAL DAMAGE, CRACK, RUST,
4-2 AND STAIN
IR, 258, SRh A58
WEIGHT BALANCE 1.510.3G (APPROX)
4.3 HE KF 1.520.3 55 (Z549)
SHAFT END PLAY |DISTANCE OF AXIAL PLAY ON SHAFT  |0.3mm max
4q  |HEIRERR fififE b

5. RELIABILITY TEST ]k
SHOULD BE SATISFIED WITH THE REQUIREMENTS OF TABLE 1 AFTER
TEST. Sl NIRRT 2 1 RS EEK.
TABLE 1: REQUIREMENTS ITEM % ZJ{&IH

NO. ITEM SPECIFICATION
Frif HH S ias
RATED CURRENT INITIAL DATA: +30% MAX
5-1 |BHE RN ARG AT +30%
RATED SPEED INITIAL DATA: +30% MAX
5-2 |BHEEGE RN F IR IA(ET£30%
STARTING VOLTAGE 1.0V DC MAX
5-3  |HEEyERE AN 1.0V DC
OTHERS 1) SHOULD NOT FALL IN STARTING
HE 2) SHOULD NOT BE UNUSUAL MECHANICAL
54 NOISE
D) IEH 5 )

\\\\\\




@ LJ DEVICE CO., LTD.

SPECIFICATION g EE

VIBRATION MOTOR [MODEL NO.: DATE: 2005/7/1
EEE e P0410A-12-HL-12 (R1.9%4) PAGE: 4/6 |REV: A
6. RELIABILITY TEST ITEMS w]5EM4HIERIE H
NO. ITEM TEST CONDITION
Frak HH IR
LIFE TEST 1) VOLTAGE: 1.3V HIZtEERE: 1.3V {&
SEmHIER 2) LOAD:DOUNTER WEIGHT &7 {58
3) TEMPERATURE:20+2°C JALFE: 20+2°C
6-1 4) RELATIVE HUMIDITY: 65+5% FH¥HERE: 65+5%
TEST MODE: 20,000 TIMES AFTER OPERATION CONDITIONS AS SEC. ON 8
SEC. OFF 1 SEC.
HIEG=: B 8 7, B 1 F, 182 20, 000 X
HIGH TEMPERATURE EXPOSURE TO 80°C FOR 96 HOURS THEN RETURN TO ORDINARY
6.2 EXPOSURE TEMPERATURE AND HUMIDITY FOR 2 HOURS.
e TEIRRE 80 CR(F MIRE 96 /INFF R AT TE IR FEA TR G- M IE 2 /INKE
LOW TEMPERATURE EXPOSURE TO -40°C FOR 96 HOURS, THEN RETURN TO ORDINARY
EXPORSURE TEMPERATURE AND HUMIDITY FOR 2 HOURS.
6-3 (i E TEIRFEE-40°C R BB 96 /INKFR AT IE H I ARG (F PIE 2 7Nk
HUMIDITY TEST EXPOSURE TO 60+2°C, 90+5%RH(RELATIVE HUMIDITY) FOR 96 HOURS,
TR HIER THEN RETURN TO ORDINARY TEMPERATURE AND HUMIDITY FOR 2
6-4 HOURS.
TEIRAE 6022°C, RHOOES % (FHERR )G T IRIE 96 /NRFERAE I H LR Tk
& 2 /]NEF
HEAT CYCLE TEST EXPOSURE TO HEAT TEST CONDITION UNDERLINE FOR 5 TIMES, THEN
B EEEHIES RETURN TO ORDINARY TEMPERATURE AND HUMIDITY FOR 24 HOURS.
1E NEFHEVEA FIGER 5 IR IEH IR RNREGR NE 24 /NRf
| 1 Cyclebg‘ 1 Cycle>§
[} H . .
6-5 70+ 2°C r———~g—— - R
i H H
[}
30+2°C i
_______ JI,.______ - i
’ 0  Ist 2ed 3rd 4 th (Hour)
VIBRATION TEST VIBRATE WITH 1.5 MM, 10HZ-55HZ-10HZ PER MINUTE, X-Y-Z EACH
RETHEL DIRECTION FOR 30 MINUTES AT STANDARD PACKING CONDITION.
6-6 IEFEEZEEMY, &8 10HZ-55HZ-10HZ {55, #RIE 1.5mm B4 M5 XYZ
=& RS 30 535
DROP TEST SET THE MOTOR TO THE APPROXIMATELY 100 G(INCLUDING THE
PR MOTOR) WEIGH OF BLOCK, FREE DROP DIRECTION 3 TIME ON THE
6-7 CONCRETE FOLLR

FEREESHEIE R 2R 100g, 1€ 1.5 RIS H & ae R Kyesbim, X-Y-Z ={&J;
[F#% 3 K.




@ LJ DEVICE CO., LTD.

SPECIFICATION eSS
VIBRATION MOTOR |[MODEL NO.: DATE: 2005/7/1
IR IGSE P0410A-12-HL-12 (R1.9%4)  |PAGE: 5/6 IREV: A

7. CAUTIONS jFEgIE

7-1

7-2

7-3

ALLOWABLE RANGE FOR USE PAY ATTENTION TO VOLTAGE AND CURRENT RANGES
FOR USE, AND USE THE VIBRATION MOTOR IN THE CONDITION ACCORDANCE WITH
THIS SPECIFICATIONS, OR THE LIFE AND PERFROMANCE SHOULD BE
CONSIDERABLY REDUCED.

TAFlE

TE R S AR YRS P AE, G B AEAFEAEERUE TGN M A S, SRR RS 2

{5 ST AIMERE

STORAGE

STORAGE TEMPERATURE: -40°C ~ + 85C

STORAGE RALATIVE HUMIDITY: 10-90%

AVOIDS STORING IN HIGH TEMPERATURE, HIGH HUMIDITY OR CORROSIVE GAS

ENVIRONMENT.

fflA7

E(FIRE: -40C ~+85C

FEAFIRAE: 10-90%

SR BB E E, R A I ek i B

SOLDERING CONDITIONS

FR B R

250°C --- WITHIN 5 SECONDS FifbA

350°C --- WITHIN 3 SECONDS —=Ff5A

HANDLING OF MOTOR

- TO HANDLE AND HOLD THE VIBRATION MOTOR CASE SOFTLY.

- DO NOT BRING A MAGNETIZED OBJECT NEAR OR CONTACT WITH THE SURFACE
OF MOTOR TO AVOID OF PERFORMANCE BEING DETERIORATED.

- PAY ATTENTION MUST TO THE HANDLING AND WORKING ENVIROMENTS OF
MOTOR, BECAUSE SUCH OBJECTS AS IRON POWDER IF ATTRACTED BY MOTOR
MAGNET, WILL CAUSE NOISE CHARACTERISTIC DETERIORATION, THUS
REDUCING THE RELIABILITY.

{57 S

- NODERL B

- MEREATR R T s R A, SR TR

- FEEMEEREE, JCHSE RS B R ERI, R R, PR S









